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Release Notice

This is the September 2009 release (Revision A) of the
EZ-Guide 250 Lightbar Guidance System Release Notes, part
number 92022-85-ENG. It applies to version 3.00 of the
EZ-Guide firmware.

LIMITED WARRANTY TERMS AND CONDITIONS

Product Software

Product software, whether built into hardware circuitry as
firmware, provided as a standalone computer software
product, embedded in flash memory, or stored on magnetic
or other media, is licensed solely for use with or as an integral
part of the Product and is not sold. If accompanied by a
separate end user license agreement ("EULA”), use of any
such software will be subject to the terms of such end user
license agreement (including any differing limited warranty
terms, exclusions, and limitations), which shall control over
the terms and conditions set forth in this limited warranty.

Software Fixes

During the limited warranty period, if any, you will be entitled
to receive such Fixes to the Product software that Trimble
releases and makes commercially available and for which it
does not charge separately, subject to the procedures for
delivery to purchasers of Trimble products generally. If you
have purchased the Product from an authorized Trimble
dealer rather than from Trimble directly, Trimble may; at its
option, forward the software Fix to the Trimble dealer for final
distribution to you. Minor Updates, Major Upgrades, new
products, or substantially new software releases, as identified
by Trimble, are expressly excluded from this update process
and limited warranty. Receipt of software Fixes or other
enhancements shall not serve to extend the limited warranty
period.

For purposes of this warranty the following definitions shall
apply: (1) “Fix(es)” means an error correction or other update
created to fix a previous software version that does not
substantially conform to its Trimble specifications; (2) “Minor
Update” occurs when enhancements are made to current
features in a software program; and (3) “Major Upgrade”
occurs when significant new features are added to software,
or when a new product containing new features replaces the
further development of a current product line. Trimble
reserves the right to determine, in its sole discretion, what
constitutes a Fix, Minor Update, or Major Upgrade.

Warranty Remedies

If the Trimble Product fails during the warranty period for
reasons covered by this limited warranty and you notify
Trimble of such failure during the warranty period, Trimble

will repair OR replace the nonconforming Product with new,
equivalent to new, or reconditioned parts or Product, OR
refund the Product purchase price paid by you, at Trimble's
option, upon your return of the Product in accordance with
Trimble's product return procedures then in effect.

How to Obtain Warranty Service

To obtain warranty service for the Product, please contact
your local Trimble authorized dealer. Alternatively, you may
contact Trimble to request warranty service at +1-408-481-
6940 (24 hours a day) or e-mail your request to
trimble_support@trimble.com. Please be prepared to
provide:

- your name, address, and telephone numbers

- proof of purchase

- acopy of this Trimble warranty

- adescription of the nonconforming Product including the
model number

- an explanation of the problem

The customer service representative may need additional
information from you depending on the nature of the
problem.

Warranty Exclusions and Disclaimer

This Product limited warranty shall only apply in the event
and to the extent that (a) the Product is properly and
correctly installed, configured, interfaced, maintained, stored,
and operated in accordance with Trimble's applicable
operator's manual and specifications, and; (b) the Product is
not modified or misused. This Product limited warranty shall
not apply to, and Trimble shall not be responsible for, defects
or performance problems resulting from (i) the combination
or utilization of the Product with hardware or software
products, information, data, systems, interfaces, or devices
not made, supplied, or specified by Trimble; (ii) the operation
of the Product under any specification other than, or in
addition to, Trimble's standard specifications for its products;
(iii) the unauthorized installation, modification, or use of the
Product; (iv) damage caused by: accident, lightning or other
electrical discharge, fresh or salt water immersion or spray
(outside of Product specifications); or exposure to
environmental conditions for which the Product is not
intended; (v) normal wear and tear on consumable parts (e.g.,
batteries); or (vi) cosmetic damage. Trimble does not warrant
or guarantee the results obtained through the use of the
Product, or that software components will operate error free.

NOTICE REGARDING PRODUCTS EQUIPPED WITH
TECHNOLOGY CAPABLE OF TRACKING SATELLITE SIGNALS
FROM SATELLITE BASED AUGMENTATION SYSTEMS (SBAS)
(WAAS/EGNOS, AND MSAS), OMNISTAR, GPS, MODERNIZED
GPS OR GLONASS SATELLITES, OR FROM IALA BEACON
SOURCES: TRIMBLE IS NOT RESPONSIBLE FOR THE
OPERATION OR FAILURE OF OPERATION OF ANY SATELLITE
BASED POSITIONING SYSTEM OR THE AVAILABILITY OF ANY
SATELLITE BASED POSITIONING SIGNALS.

THE FOREGOING LIMITED WARRANTY TERMS STATE
TRIMBLES ENTIRE LIABILITY, AND YOUR EXCLUSIVE
REMEDIES, RELATING TO THE TRIMBLE PRODUCT. EXCEPT AS
OTHERWISE EXPRESSLY PROVIDED HEREIN, THE PRODUCT,
AND ACCOMPANYING DOCUMENTATION AND MATERIALS
ARE PROVIDED “AS-IS” AND WITHOUT EXPRESS OR IMPLIED
WARRANTY OF ANY KIND, BY EITHER TRIMBLE OR ANYONE
'WHO HAS BEEN INVOLVED IN ITS CREATION, PRODUCTION,
INSTALLATION, OR DISTRIBUTION, INCLUDING, BUT NOT
LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR
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PURPOSE, TITLE, AND NONINFRINGEMENT. THE STATED
EXPRESS WARRANTIES ARE IN LIEU OF ALL OBLIGATIONS OR
LIABILITIES ON THE PART OF TRIMBLE ARISING OUT OF, ORIN
CONNECTION WITH, ANY PRODUCT. BECAUSE SOME STATES
AND JURISDICTIONS DO NOT ALLOW LIMITATIONS ON
DURATION OR THE EXCLUSION OF AN IMPLIED WARRANTY,
THE ABOVE LIMITATION MAY NOT APPLY OR FULLY APPLY TO
YOU.

Limitation of Liability

TRIMBLE'S ENTIRE LIABILITY UNDER ANY PROVISION HEREIN
SHALL BE LIMITED TO THE AMOUNT PAID BY YOU FOR THE
PRODUCT. TO THE MAXIMUM EXTENT PERMITTED BY
APPLICABLE LAW, IN NO EVENT SHALL TRIMBLE ORITS
SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL,
INCIDENTAL, OR CONSEQUENTIAL DAMAGE WHATSOEVER
UNDER ANY CIRCUMSTANCE OR LEGAL THEORY RELATING IN
ANYWAY TO THE PRODUCTS, SOFTWARE AND
ACCOMPANYING DOCUMENTATION AND MATERIALS,
(INCLUDING, WITHOUT LIMITATION, DAMAGES FOR LOSS OF
BUSINESS PROFITS, BUSINESS INTERRUPTION, LOSS OF DATA,
OR ANY OTHER PECUNIARY LOSS), REGARDLESS OF WHETHER
TRIMBLE HAS BEEN ADVISED OF THE POSSIBILITY OF ANY
SUCH LOSS AND REGARDLESS OF THE COURSE OF DEALING
'WHICH DEVELOPS OR HAS DEVELOPED BETWEEN YOU AND
TRIMBLE. BECAUSE SOME STATES AND JURISDICTIONS DO
NOT ALLOW THE EXCLUSION OR LIMITATION OF LIABILITY
FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES, THE ABOVE
LIMITATION MAY NOT APPLY OR FULLY APPLY TO YOU.

PLEASE NOTE: THE ABOVE TRIMBLE LIMITED WARRANTY
PROVISIONS WILL NOT APPLY TO PRODUCTS PURCHASED
IN THOSE JURISDICTIONS (E.G., MEMBER STATES OF THE
EUROPEAN ECONOMIC AREA) IN WHICH PRODUCT
WARRANTIES ARE THE RESPONSIBILITY OF THE LOCAL
TRIMBLE AUTHORIZED DEALER FROM WHOM THE
PRODUCTS ARE ACQUIRED. IN SUCH A CASE, PLEASE
CONTACT YOUR LOCAL TRIMBLE AUTHORIZED DEALER
FOR APPLICABLE WARRANTY INFORMATION.

Official Language

THE OFFICIAL LANGUAGE OF THESE TERMS AND CONDITIONS
IS ENGLISH. IN THE EVENT OF A CONFLICT BETWEEN
ENGLISH AND OTHER LANGUAGE VERSIONS, THE ENGLISH
LANGUAGE SHALL CONTROL.

Registration

To receive information regarding updates and new products,
please contact your local Trimble authorized dealer or visit
the Trimble website at www.trimble.com/register. Upon
registration you may select the newsletter, upgrade, or new
product information you desire.

Notices

This equipment has been tested and found to comply with
the limits for a Class A digital device, pursuant to Part 15 of
the FCC rules. These limits are designed to provide
reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This
equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the
instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a residential
area is likely to cause harmful interference, in which case the
user will be required to correct the interference at his own
expense.

Properly shielded and grounded cables and connectors must
be used in order to meet FCC emission limits. TRIMBLE is
not responsible for any radio or television interference caused
by using other than recommended cables and connectors or
by unauthorized changes or modifications to this equipment.
Unauthorized changes or modifications could void the user’s
authority to operate the equipment.

This device complies with Part 15 of the FCC rules. Operation
is subject to the following two conditions:

(1) this device may not cause harmful interference, and (2)
this device must accept any interference received, including
interference that may cause undesired operation.

Responsible Party:

Trimble Navigation Limited
935 Stewart Drive
Sunnyvale CA 94085
Telephone: 1-408 481 8000

Industry Canada Compliance Statement

This Class A digital apparatus meets the requirements of the
Canadian Interference-Causing Equipment Regulations.

Avis de conformité a la réglementation d'Industrie Canada.

Cet appareil numérique de la classe A respecte toutes les
exigences du Réglement sur le matériel brouilleur du Canada.

European Community Compliance Statement

This product is in conformity with the protection
requirements of EU Council Directive 89/336/EEC on the
approximation of the laws of the Member States relating to
electromagnetic compatibility. TRIMBLE cannot accept
responsibility for any failure to satisfy the protection
requirements resulting from a non-recommended
modification of the product, including the fitting of non-
TRIMBLE option cards.

Australia and New Zealand Class A Statement

Attention: This is a Class A product. In a domestic
environment this product may cause radio interference in
which case the user may be required to take adequate
measures.

Australia and New Zealand

This product conforms with the regulatory

requirements of the Australian Communications 0
Authority (ACA) EMC framework, thus satisfying the
requirements for C-Tick Marking and sale within Australia
and New Zealand.

Notice to Our European Union Customers

For product recycling instructions and more information,
please go to www.trimble.com/ev.shtml.

Electrical and Electronic Equipment, products that
run on electrical power.), Call +31 497 53 24 30, and
ask for the "WEEE Associate". Or, mail a request for
recycling instructions to:

Trimble Europe BV

c/o Menlo Worldwide Logistics

Meerheide 45

5521 DZ Eersel, NL

Recycling in Europe: To recycle Trimble WEEE (Waste E
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Restriction of Use of Certain Hazardous
Substances in Electrical and Electronic
Equipment (RoHS)

This Trimble product complies in all material respects with
DIRECTIVE 2002/95/EC OF THE EUROPEAN PARLIAMENT
AND OF THE COUNCIL of 27 January 2003 on the restriction
of the use of certain hazardous substances in electrical and
electronic equipment (RoHS Directive) and Amendment
2005/618/EC filed under C(2005) 3143, with exemptions for
lead in solder pursuant to Paragraph 7 of the Annex to the
RoHS Directive applied.

Declaration of Conformity
We, Trimble Navigation Limited,

935 Stewart Drive

PO Box 3642

Sunnyvale, CA 94088-3642
United States
+1-408-481-8000

declare under sole responsibility that the product:
EZ-Guide 250 lightbar guidance system
complies with Part 15 of FCC Rules.

Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and

(2) this device must accept any interference received,
including interference that may cause undesired operation.
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Introduction

These release notes describe changes and updates for the EZ-Guide®
250 lightbar guidance system. They apply to the EZ-Guide 250 lightbar
guidance system firmware version 3.00.

Changes

The following changes are provided in the EZ-Guide 250 lightbar
guidance system firmware version 3.00:

e Manure spreading tracking and reporting
e  Boundaryrecording

o SwathFinder

¢ Headland/Infill Switching

* 10Hz GPSrate

e Summary Report Enhancements

These changes are described in more detail on the following pages.

Manure spreading tracking and reporting

The EZ-Guide 250 Lightbar Guidance System now allows you to enter
manure handling records to satisfy regulatory requirements. Use this
option to easily track the location of the area covered, along with the
volume per area and other important data points.

When this feature is enabled, you can enter the rate and units being
applied for each field. This value will then appear in the Summary
Report for that field. When you are finished, you can transfer the
Summary Report to a computer through a USB connection.

Note - You can enter only one rate per field. No variability within the field
is taken into account.
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Enabling manure handling mode

1. From the main guidance screen, select the €& icon and then
press K. The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.

3. Select System | Manure Handling Mode:

System
Manura Handling Mode
e Display

Guidarca
GRS
Radar Output

Password Upgrade
Rastore Dafaults

Enable/disable Manure Handling Mode

4. Select Enable:

Manure Handling Mode
[Enable

6 Disable

06O

Choose "Enable’ to turn on Manure Handling Mode.

Choose "'Disable’ to turn off Manura Handling Modea.

Using manure handling mode

When manure handling mode is enabled, you can enter the application
rate and units you are using for each field in the Summary Report.
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To do this:

1.

2.
3.

From the main guidance screen, select the & icon and then
create a new field or select an existing field.

Select the field pattern, implement setup, and field name.

Enter the manure application rate and units in the Record
Keeping screen:

Racord Keaping

9
@

Manure Rate S000.0
Manure Rate Units galfa

(XS

Press & to accept settings and continue to next

scrasn, or (v) to change sattings

Unit options are:

Metric:

Imperial/US:

I\ha
kg\ha

tonnes\ha

custom

gal\a
Ibs\a
tons\a

custom

EZ-Guide 250 Lightbar Guidance System Release Notes

7



Use the custom setting if the units you want to use do not appear
in the list. In that case, “Custom” appears in the summary report
—but you can add the appropriate value yourself if you wish.

4. To view the summary report with this information, transfer the
summary report to your PC. To do this, from the main guidance
screen select the €& icon and then press . Select Data
Management and then select Send Summary Reports to USB.

The Summary Report is on the USB drive in the
AgGPS\Summaries\(Client folder)\(Farm folder)\(Field
Folder)\(Event folder).
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An example report, with manure handling information

highlighted, is shown below:
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Note - When manure handling is disabled, there is no information about
manure handling in the Summary Report.
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Boundary recording

The EZ-Guide 250 Lightbar Guidance System now allows you to create
boundaries in any field with any pattern type. All boundaries are

displayed on the run screen and the summary report. Create, import, or
reuse a boundary for each of your fields to provide accurate acre counts.

Flald Namea: SOUTHFIELD EZ23456
Field Area: 47.93 a
Productive Area: 47.93 a
Coverage: 0.25 a
MNudge: 0
Imp. Width: &0°" 00"
Overlap: 0"
Storage: 327.9 hrs
'y

Can't engage: Heading error too great

When using the AgGPS® EZ-Boom® 2010 application control system,
you can also use boundaries to set the areas you wish to apply material
to. Once you have recorded the boundary, EZ-Boom applies inside the
boundary only. The application automatically switches off when the
vehicle moves outside the boundary.

v\— Tip - You can record multiple boundaries in a single field. When reloading
a field with one or more boundaries present, all boundaries are
automatically loaded.

Note - When creating a Headland pattern, a boundary is automatically
created around the outside pass. For all other pattern types, you can add a
boundary.

Note - Boundary recording is available in Advanced mode only.
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Enabling and disabling boundaries

1.

From the main guidance screen, select the € icon and then
press K. The Configuration screen appears.

Make sure that the user mode is set to Advanced.

Select System / Guidance:

System
Manure Handling Mode Enable
e Display
GRS

Radar Output
Password Upgrade
Rastora Dafaults

Configure guidance settings

Select Boundary Setup:

e

Nudga Incremeant =
e Auta U-Turn Dataction on
FraaForm Racording Manual
o Headland/Inflll Switching Automatic
Lightbar Satup

SwathFinder Satup

Boundary Satup
Enabla Advarncad Usar Config Off -

Configure boundary mapping options

Select Boundaries.

EZ-Guide 250 Lightbar Guidance System Release Notes
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6.

Select the appropriate option:

o Disablad for This Flald
Disablad for All Fialds

Boundaries

0068

Boundaries will be enabled for all fields

If you select...

Then

Enabled

Disabled for This Field

Disabled for All Fields

boundaries are enabled for all fields. A
screen asks if you want to record a
boundary or not when:

e Starting a new field

¢ Opening an existing field

¢ Adding an AB line to the currently open
field

e Selecting a different AB line in the
currently open field

Select the appropriate option.

boundaries are switched off for the current
field you are working in. The option
automatically changes to Enabled when you
begin your next field. To use the Disabled
for This Field option for the next field, you
must make this selection again.

boundaries are switched off for all fields.
This option remains active in all fields until
you select another option.
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Expand boundary option

Use the Expand Boundary option to determine how the boundary will

be altered after you finish recording a boundary.

1. From the main guidance screen, select the €& icon and then
press Q. The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.

3. Select System / Guidance:

System
Manure Handling Mode

GRS
Radar Output

Password Upgrade
Rastore Dafaults

Configure guidance settings

4. Select Boundary Setup:

SwathFinder Satup

Enabla Advarncad Usar Config

Configure boundary mapping options

EZ-Guide 250 Lightbar Guidance System Release Notes
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Nudga Incremeant =
e Auta U-Turn Dataction on
FraaForm Racording Manual
o Haadland/Inflll Switching Autamatic
Lightbar Satup

Boundary Satup

Enable

Off .
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5. Select Expand Boundary:

Boundaries Enabled
e Expand Boundary Half Swath Width

Expand the boundary by the specified amount when
racarding Il complatad

6.  Select the appropriate option:

Expand Boundary
Do Mot Expand

o Half Swath Width

One Swath Width

0068

Expand the boundary by a half swath width

Select... To

Do Not Expand prevent the boundary being altered once
you have finished recording. The boundary
remains in the same place as you recorded
it.

Half Swath Width expand the boundary by one half a swath
width toward the outside of the pass. The
boundary expands once you have finished
recording.

One Swath Width expand the boundary by one full swath
width toward the outside of the pass. The
boundary expands once you have finished
recording.
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Recording a boundary

1. From the main guidance screen, select the &} icon and then
create a new field or select an existing field.

2. Step through the wizard until you reach the Record a Boundary?
screen:

Record a Boundary?

Do you want to
record a
boundary? No

©
00 &

Choose "Yes' to record a boundary.

Choose "Na' to not record boundary.

3. Select Yes.

4. Continue through the wizard until you return to the main
guidance screen.

5. On the main guidance screen, select the g icon and then press
. This begins mapping the boundary:

3 to start boundary at current location
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Tip - To pause recording at any time, for example to navigate around an
obstacle such as rocks, press the ﬁ icon and&en press 8 To resume
recording, press the aﬁ icon and then press . A straight line connects
your current position with the last recorded point before you paused.

6. Drive the entire length of your boundary to record it accurately.
As you are doing this, you can also set your guidance line.

7. When you have finished mapping the boundary, select the {&§
icon and then press . This ends mapping the boundary:

Press @ to end boundary at current location

8.  To save the new boundary, select Yes on the Store New Boundary?
screen:

Store New Boundary?

Do you want to
stora the new
boundary? No

©
00 e

Choose "Yes' to store the new boundary. Choose

'Ma' to discard tha neaw boundary.

The boundary is saved.
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If you select No, the boundary is discarded and you are returned

to the main map screen where you can record the boundary
again.

Note - You must manually close the boundary. It does not close
automatically when you drive back to the start point.

Boundaries and the pivot pattern

Pivot boundaries behave differently in easy and advanced modes:

In... When you create a pivot...
Easy mode the boundary is automatically generated.
Advanced mode you must record your own boundary. (It is not

automatically generated.)

Note - This includes all fields, including those
created with earlier versions of firmware.

SwathFinder

The EZ-Guide 250 Lightbar Guidance System now helps guide you
safely from one swath to another by providing a turning path
connecting the two swaths. The SwathFinder option improves turns
and accuracy in finding the entry point to the next AB line. It is available
for AB, A+, Headland AB, and Headland A+ field pattern types.
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You can choose how large the turn is, how far ahead of the vehicle the
turn is when it is created, and you can choose to skip a set number of
swaths.

Note - SwathFinder is available in both Easy and Advanced mode.
However, to enable SwathFinder you must be in Advanced mode.

A CAUTION - No LED guidance or auto-steering is provided on these turns,
this option only gives you an on-screen indication of where you need to
place your vehicle.

Notes -

o SwathFinder turns are generated to support standard left/right style
swathing across the field. "Racetrack” type patterns (where you
always turn in the same direction) are not supported.

o SwathFinder turns are automatically generated in the opposite
direction to the last SwathFinder turn. If you need to change the
direction of the SwathFinder turn, use the appropriate icon ( a or
a ) on the right hand side of the main map screen.

e Bydefault, the SwathFinder turn is generated at the end of the field.
You can force the turn to generate at any point along the swath by
turning coverage logging off or disengaging autosteering. This is
useful if the field is an irregular shape.

Enabling and configuring SwathFinder

1. From the main guidance screen, select the & icon and then
press . The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.
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3. Select System / Guidance:
System
Manure Handling Mode Enable
e Display
Guidarca
GRS
Radar Output

Password Upgrade
Rastore Dafaults

Configure guidance settings

4. Select SwathFinder Setup:

|

Nudga Incremeant 2"
e Auta U-Turn Dataction on
FraaForm Racording Manual
o Headland/Inflll Switching Automatic
Lightbar Satup

SwathFinder Satup
Boundary Satup
Enabla Advarncad Usar Config Off -

Configure SwathFinder

5. Select Enable SwathFinder:

SwathFinder Setup
Enabla SwathFindear

o

Enable SwathFinder
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6.

When you enable SwathFinder, you automatically return to the
SwathFinder Setup screen where you can adjust the following

settings:

Erabla SwathFindar Erabla
o Turn Size 5
Turn Ahaad Distance 32' 10"
o Number Of Swaths To Skip o]

SwathFinder Setup

Enter number of swaths to skip

Setting

Description

Turn Size

Turn Ahead
Distance

Number of
Swaths to Skip

Determines the size of the SwathFinder turn
generated when SwathFinder is enabled. Choose a
turn size to suit your vehicle, for example use a larger
number for large vehicles pulling large implements
that must make “keyhole” shaped turns; use a
smaller number for vehicles able to make tighter
turns.

Causes the SwathFinder turn to be generated a set
distance from the end of the field. Choose a larger
distance if you need more length to prepare for the
turn.

Note - The Turn Ahead Distance is added
automatically if you stop coverage recording or
disengage autosteering, which causes a SwathFinder
turn to be generated before or after the end of the
field.

Allows you to choose the number of swaths that are
skipped each time a SwathFinder turn is generated.
For example, if you are driving every second swath in
the field, then enter 1.

Note - When skipping swaths, the SwathFinder turns
still alternate left/right between each swath.
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Headland/Infill Switching

The EZ-Guide 250 Lightbar Guidance System now allows you to choose
how guidance switches between the headland and infill part of the field.

The options are automatic or manual.

Note - Headland/Infill switching is available in both Easy and Advanced
mode. However, to enable it you must be in Advanced mode.

Selecting Automatic or Manual mode

1. From the main guidance screen, select the €& icon and then
press K. The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.

3. Select System / Guidance:

System

Manure Handling Mode

GRS
Radar Output

Password Upgrade
Rastore Dafaults

Configure guidance settings

4. Select Headland/Infill Switching:

Enable

e Display

e

Coverage Logging Engaged
e Rasat Nudge Mo

Nudga Incremeant 2"
o Auta U-Turn Dataction on

FraaForm Racording Manual
Lightbar Satup =

SwathFinder Satup =
Select Headland/Infill switching mode

EZ-Guide 250 Lightbar Guidance System Release Notes
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5. Select one of the following:

Headland/Infill Switching

Automatic

o Manual

When the vehicle moves from the headland into the
flald, guldance |s switchad automatically

0068

Option Description

Automatic Guidance automatically switches from headland to
infill when the vehicle moves inside the inner
headland boundary. This option provides the same
operation as previous versions of the EZ-Guide
firmware.

Manual You choose when the guidance switches from
headland to infill, and vice versa. To switch, select the
appropriate icon on the main map screen and then
press 5, as shown below.

Note - When reopening a field while the
Headland/Infill switching option is set to manual, you
must select the headland and not the infill guidance
line. If this is not done, the manual switching does
not work.
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Manually selecting the headland or infill swath

In the screen below, guidance is currently snapped to the infill swaths,
indicated by the &1 icon at the top of the screen:

or use footswitch to engage
To switch to headland guidance, select the @ icon and then press 0K)

In the screen below, guidance is currently snapped to the headland
swaths, indicated by the icon at the top of the screen:

Can't engage: Heading error too great

To switch to infill guidance, select the @ icon and then press 0K)
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10 Hz GPS rate

By default the GPS receiver now operates at 10 Hz. You can also output
NMEA messages at rates up to 10 Hz, enabling the EZ-Guide 250
Lightbar Guidance System to work with newer third-party hardware.

To do this:

1. From the main guidance screen, select the €& icon and then
press K. The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.
3. Select System / GPS | NMEA Output.

4. Step through the wizard to set NMEA messages to the desired
output rate:

Message Selection

o GGA 10 H=z
VTG 10 H=z
off

RMC off
ZDA off

Al
—
Ll S
o
Y

Press & to accept settings and continue to next
scraan, or (r) to change sattings

24  EZ-Guide 250 Lightbar Guidance System Release Notes



Summary Report Enhancements

Additional Summary Report pages

You can now include the following additional maps in the Summary

Report:

e Speed Map, which provides
swath speed variations for
coverage effectiveness.

e aMapped Features Map, so that
you can see mapped features
such as rocks or weeds.

Note - The warning circles for each
feature are also displayed on the map.

EZ-Guide

EZ-Guide

[

Note - Summary reports are created automatically when a field

containing coverage is closed.
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Summary Report menu now easier to access

The Summary Report menu is now in the Data Management menu, for
easier access.

To view the Summary Report:

1. From the main guidance screen, select the & icon and then
press K. The Configuration screen appears.

2. Make sure that the user mode is set to Advanced.

3. Select Data Management | Summary Reports:

Data Management
Manage Fialds
e Summary Reports
Save/Load Conflgurations
o Manage Diagnostic Logs

Summary report management (create/deletef/send
ta USB)

4.  Select the appropriate option:

Summary Reports
Sand Summary Reports to USB

e Dealate Summary Reports
Choose Summary Report Pages

Press & to begin wizard that sends summary
reaports to USB

Note - To manually create a summary report for the field that is currently
open, select Create Summary Report Now.
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To send previously created Summary Reports to the USB drive
select Send Summary Reports to USB. The Summary Report is on
the USB drive in the following folder: AgGPS\Summaries\(Client
folder)\(Farm folder)\(Field Folder)\(Event folder).

Individual Summary Report pages can now be exported

You can now choose whether to export and show the following pages in
the summary report:

Event Summary
Overlap

Height

Applied Rate
Speed

Mapped Features

To choose the pages to include:

1.
2.

Follow steps 1 through 4 above.

Select Choose Summary Report Pages and then step through the
wizard to select the pages to include in the Summary Report:

Summary Report Management

The following wizard will allow you

to choosa which pageas are shown
9 J— in the Summary Report o

Press & to go to the next screen or () to go back
to the preavious screan
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3. Select Yes to include the page in the report, or select No to omit

the page from the report:
Summary Report Pages

o Event Summary Yas a
Cvarlap Yas
Halght Yas
Applled Rate Yas o
Spaad Yas
Mappad Faaturas Yas o

Press & to accept settings and continue to next

scraan, or (r) to change sattings

Note - All Summary Reports created from this point contain the selected
pages. Previously created Summary Reports are not updated
automatically. To update a Summary Report with the new page selection,
you must reopen the field and recreate the Summary Report.
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Updates

The following updates are provided in the EZ-Guide 250 lightbar
guidance system firmware version 3.00:

e Freeform status icons
o EZ-Steer calibration wizard changes

These updates are described in more detail below.

Freeform status icons

You can now quickly and easily determine which FreeForm state you are
in. Quick reference icons appear on the map screen to allow you to
monitor pattern and recording status for more efficient Freeform

operations:
Icon Indicates...
AB Mode you are currently in straight AB guidance mode.
el
B
FreeForm Mode you are currently in FreeForm Guidance mode.

S

FreeForm Recording you are recording your current FreeForm guidance

" path.
Note - No icon is shown when you are not recording.

EZ-Steer calibration wizard changes

The EZ-Steer® assisted steering system calibration wizard now features
override sensitivity as well as approach aggressiveness.
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Upgrade procedure

Downgrading the firmware

If it is necessary to downgrade the firmware, you must ensure the
receiver is calculating a good GPS position before you begin the
downgrade.

Installing additional language packs

& CAUTION - Do not add language packs to the lightbar when the internal
memory is nearly full (less than 15 hours remaining). To free up internal
memory, save all of the data to a USB drive and then copy the data on the
drive to an office computer. Delete the field data from the internal
memory. Install the language packs and then, if necessary, use the drive to
replace the field data in the lightbar’s internal memory.

A number of language packs are available as a web release. Language
packs are loaded onto the lightbar from a USB drive:

1. Transfer the required language pack (Ipf file) from
www.ez-guide.com to an office computer.

2. Copy the language pack to a USB drive and then insert the USB
drive into the USB port on the lightbar. Make sure the files are
copied to the root of the USB drive, not to any folders on the USB
drive.

3. Turn on the lightbar.
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4. Select the main guidance screen and then wait for up to 1 minute.
The language pack is automatically detected:

New Language Packs Available

Cne or more new Language Packs
ara avallable on the attachad UsB
o j— drive. o

To install these Language Packs,
press &, To cancel and not install,
press (1.

Press @& to go to the next screen or () to go back

to the previous screen

5. Press 0¥ toload the language pack(s).

Once the language pack is installed, the language selection
screen appears.

6.  Select the language you require:

Press @ or (@ to
o select your English a 6
preferred Portugues
language Espanol
o Francais B o
Deutsch
Italiano a
Svenska =
Display text In English
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Upgrading the firmware

A CAUTION - Do not upgrade the lightbar's firmware when the internal
memory is nearly full (less than 15 hours remaining). If you do, the lightbar
may lose your current settings. Before upgrading the firmware, save the
lightbar’s settings and the data to a USB drive and then transfer all of the
data on the drive to an office computer. If necessary, use the drive to
replace the field data in the lightbar’s internal memory after the upgrade
is complete.

Before you begin to update the firmware in the lightbar, check which
firmware version is currently installed:

1. Select Configuration | About the EZ-Guide.

2. Check the Version number:

About the EZ-Gulde

[=] EZGulde 250

o Version 5.05] a
Version Date 05/18/2009

o Sarial Numbear 4810526807
Part Number 92100-00
Maonitor Version 1.04

This information may be helpful for support

This is the firmware version. If the number is 2.05.xxx.x, you have
firmware version 2.05. If the number is 3.00.xxx.x, you already have
firmware version 3.00.

To upgrade the lightbar to version 3.00:

1. Download the firmware version 3.00 upgrade file from www.EZ-
Guide.com to your office computer.

2. Extract the contents to the USB drive. Make sure the files are
copied to the root of the USB drive, not to any folders on the USB
drive.
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3. Insert the USB drive in the lightbar.
4. Turn on the lightbar.

When the USB drive is detected, the lightbar runs the upgrade
wizard automatically.

If you currently have firmware version 2.05 or earlier, the firmware

version 3.00 upgrade file appears:

Upgrade Flla Salaction
Uiezg2S0 3 00 015 4.img

(J XS

Version:3,00,015.4, Built: 09/14/2009

CAUTION - Do not turn the lightbar off while the firmware is being
updated. This could render the lightbar inoperable.

5. Select the EZ-Guide firmware .img file and then press . The
wizard installs the monitor file and the firmware version 3.00.
When the firmware is installed, the lightbar restarts.

The lightbar firmware is upgraded to version 3.00.
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