Universal Terminal

AGRICULTURE
July 2019

TRIMBLE RESELLER CONFIDENTIAL

Universal Terminal

To use Universal Terminal (UT), make sure an ISO-certified implement is connected and Universal Terminal is
enabled in the ISOBUS settings.

Note: On the Precision-IQ Home screen, tap the Settings button. On the Settings screen, tap ISOBUS, then
activate the Enable Universal Terminal setting.

To launch the Universal Terminal:

Tap the Universal or Tap the Universal Terminal icon
Terminal button on the on the Launcher screen: U T

Activity bar in Precision-1Q:

From this terminal interface, you can control the ISO-certified implement using Universal Terminal.

Universal Terminal Settings

On the UT screen, tap the Settings icon in the upper-right corner of the screen to configure the following settings:
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General Settings

Enakle Universal Terminal
Toggle to enable ISO
Universal Terminal

GENERAL MWT

Enable Universal Terminal : v
UT Number
UT Number = 1 ,_\- Sets the UT instance
that Precision-1Q will
post on the CAN Bus
Delete ISO Data

Delete ISO Data DELETE
Deletes all previously |
loaded object pools

Messaging
1
GENERAL MESSAGING GNSS Source Address
Used to change the source address of
— | the GNSS messages sent to the CAN bus
GNSS source address Sameas UT ﬁ To change, UT must first be disabled
GNSS Vehicle Position (PGN 65267) OFF — ‘
|. OFF
GNSS Vehicle Direction/Speed (PGN 65256) OFF 10 Hz
5Hz
Wheel-based Speed (PGN 65096) OFF
1Hz
Ground-based Speed (PGN 65097) OFF Every 5 seconds
t . Every 10 seconds
Speed Message Settings
Used to enable and set the broadcast N Evarv 30 secords
rate of various CAN speed messages N Iy
. !
Consult your ECU’s user guide to
identify what message/s are required I Every 60 seconds
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For More Information

Contact your local Trimble Regional Sales Manager.
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